
ITALDOOR/EI
Sectional Doors Panels

ITALDOOR/EI

STANDARD POLYESTER PREPAINTED STEEL
9016 and 7016 also in POLYGRAIN PAINT

WOOD IMITATION PREPAINTED STEEL

Steel supports

40 5,45,04,60,53

500488 555 610 550488/500 610

PANEL WIDTH

Contribution 
without joint

EN 14509
Panel weight

Kg/m

U (W/m2 K)
PANEL THICKNESS
(mm)

Winchester
HD+

9010 9016 9002 9006 9007

1013 1015 6005

3000 5010 7035 7011

7016 7022 8014 9005

6009 1021

Dark Oak
HD e HD+

Golden Oak
HD e HD+

Mogano
HD+

Rustik Oak
 HD+

For particular colors/finishings please contact our offices / Printed colors are for guidance only

Strada provinciale Bonifica km.13,500 - 64010 Ancarano (TE) - telefono (+39) 0861 72021 - fax (+39) 0861 870078
www.italpannelli.it  /  e-mail: info@italpannelli.it

SURFACE FINISHING

StuccoSmooth Woodgrain Leathergrain



ITALDOOR/EI - 40
Step junction version  /  useful width 488* - 500 - 555* - 610

ITALDOOR/EI - 40
Step free junction version  / Useful width  500 - 555* - 610
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7,63

15,5

*Panels useful width mm 555: minimum quantity required for production m 2500/3000 (one complete truck)

*Panels useful width mm 488 and 555: minimum quantity required for production m 2500/3000 (one complete truck)


	ESTERNO FOLDER ITALDOOR EI
	INTERNO FOLDER ITALDOOR EI

